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MAINHOUSE TECHNICAL SPECIFICATION  1
LIGHTING CONTROL     ETC Expression 3       (174 circuits)

F.O.H Front bridge 12 circuits

F.O.H Rear Bridge 12 circuits

F.O.H 4 circuits each side of auditorium

O.P Fly Floor 90 circuits

Stage 52 circuits

IWBs      12m 18 ways x 5

LIGHTING STOCK
45 x Robert Juliat 310THF 1.2K with Barn Doors

              
25 x Source4 Zoom 15-30 Profile

10 x source4 zoom 25-50 Profile

8 x source4 Junior 25-50 Profile

10 x Strand Brio 18/30

18 x Coda 1K

              
18 x Source4 par Mixture of CP60/61/63
20 x Parcan ALL CP62

2 x Selecon Performer MSR 1200w Followspot with 6 colour magazine

STANDS


8 Tank Base with 3 meter scaff poles and 4 boom arms each
TEMPORARY POWER SUPPLIES AVAILABLE


300 amp/3 phase - tail-in required/hardwire

32 amp/3 phase - Ceeform


32 amp/1 phase - Ceeform
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SOUND
4 x D+B 602M Monitor Speakers 
2 x D+B 18-1 Bass

The following items cannot be removed from the control room and flown positions
Allen and Heath ML4000 Mixing desk

2 x Sony MDS_E10 mini disc Player

1 x Sony CDR-W33 CD player

2 x Denon CD Players DN-C615

1 x Tascam 112MK2 cassette Player
1 x Yamaha SPX990

4 channels BSS FCS 966 Graphic EQ

4 channels BSS DPR 422 Compressor

Soundweb 9088ii 1 x Tascam 112MK2 cassette Player
1 x TC Electronics M2000 Effects/reverb unit

1 x TC Electronics D-Two Delay Unit

2 x Flown Foh D+B C6’s pairs

2 x Flown E3’s for Centre Fill ( powerd by 1 Epac amp)

Please note if you require the sound desk in the auditorium you will have to use the Soundcraft K1 16/2/4 or Allen and Heath PA28 mixing desks.
Outlets throughout stage and auditorium

A selection of microphones is available for hire.

Upright and grand piano are available for hire
GENERAL
The stage is flat, varnished hardwood

Stage depth


  9900 m

32’5”

Forestage depth


   2690m

8’ 9”

Stage width


18.70 m

64’

Pros. Width


  9.75 m

32’

          Height


  5.50 m

18’

Width between fly floors

14.50 m

47’6”

Height to grid


14.30 m

47’

Stage to fly floor


  6.30 m

20’7”

Stage to Flyfloor handrail

  8.20 m

Stage to underside of Catwalk cross over 7.40 m

Counterweight bar length

12.20 m

40’

MAX LOAD OVER 4 WIRES
250Kg

Dock door - width

2850 m

                      Height

2250 m

Loading bay 1.2 m above roadway. Ramp provided. Accessible by 40’ trailer.

25 Stage weights

Full “black box” masking available

Rear wall white(ish) for use as cyc.

Tallescope and variety of ladders available

Full show relay/ backstage call system

Forestage/Orchestra pit on lift with accommodation for up to 22 musicians

Dressing rooms 
4 principles, 2 chorus. Accommodation for up to 30

Green room, Quick-change room

Laundry room with facilities.
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STANDARD FLYING PLOT

	bar no.
	notes


	position
	spacing

	Backwall
	
	9.6
	0.8

	bar  31
	
	8.8
	0.2

	bar 30
	
	8.6
	0.2

	bar 29
	
	8.4
	0.2

	bar 28
	
	8.2
	0.4

	bar 27
	
	7.8
	0.2

	bar 26
	
	7.7
	0.3

	bar 25
	
	7.3
	0.2

	bar 24
	
	7.1
	0.3

	bar 23
	
	6.8
	0.4

	bar 22
	
	6.4
	0.4

	bar 21
	
	6.0
	0.4

	bar 20
	
	5.6
	0.3

	bar 19
	
	5.3
	0.4

	bar 18
	
	4.9
	0.2

	bar 17
	
	4.7
	0.4

	bar 16
	
	4.3
	0.4

	bar 15
	
	4.0
	0.4

	bar 14
	
	3.6
	0.2

	bar 13
	
	3.4
	0.2

	bar 12
	
	3.2
	0.2

	bar 11
	
	3.0
	0.2

	bar 10
	
	2.8
	0.3

	bar 09
	
	2.5
	0.2

	bar 08
	
	2.3
	0.1

	bar 07
	
	2.2
	0.1

	bar 06
	Cinema screen is in the way if flying during show
	2.0
	0.3

	bar 05
	* Cinema Screen*
	1.7
	0.4

	bar 04
	Cinema screen is in the way if flying during show
	1.3
	0.2

	bar 03
	
	1.2
	0.1

	bar 02
	
	1.0
	0.1

	
	Normal set line
	0.9
	0.1

	bar 01
	House Tabs
	0.8
	0.3

	Iron
	
	0.6
	0.6


*PLEASE NOTE THAT THE CINEMA SCREEN ON BAR 5 IS NOT REMOVEABLE* 
Measurements are in meters from the front of the stage.

